TECHNICAL SPECIFICATIONS 



PERFORMANCE 

Frequency 

Response(1) 

(+/- 3db) 39Hz - 230Hz, (-10dB 
Point) 33Hz 

Recommended 
Amplifier Power 

600 - 1200 watt/8 

Power Handling 

Average (2) 600W, Programme 
1200W, Peak (10ms) 2400W 

Sensitivity 2.38 
volts @ lm (1) 

104dB (Half Space) 

Maximum SPL @ 
lm (3) 

(Average) 132dB, (Peak) 138dB 

Impedance 

8 ohm 

DRIVE UNIT 

Driver Compliment 

1 x 18" (458mm) LF Driver 

Recommended 
Crossover Point 

70Hz-230Hz, 24dB/Octave 

CONSTRUCTION 


Enclosure 

trapezoidal folded horn, 18mm 
(5/8") birch plywood 

Finish 

Textured black paint (optional in 
white) 

Connectors 

2 x Speakon NL4MPR in/out 

Fittings 

4 x Recessed Carrying Handles, 8 
x M10 flying inserts, 2 x Pullback 
points 

Dimensions 

980mm x 680mm x 540mm (38 

9/16 x 26 3/4 x 21 1/4") 

Weight 

55kg (121.3lbs) 

Notes: (1) Average over stated bandwidth. 

Measured at 1 metre on axis. (2) Long term power 
handling capacity as defined in EIA standard RS - 

426A. (3) Unweighted pink noise input, measured 
at 1 metre in an anechoic chamber. 
















































